
LDL Lighting Ltd

Isla
Recessed Modular

Options

/DIM

/EMR

/ST

• For DALI dimmable suffix

• For self-contained emergency suffix

• For self-test emergency suffix

• For DALI emergency suffix

• For Casambi enabled suffix

/EMP

i.e. ISLA/24/84/DIM/EMP  =
Isla LED recessed luminaire, 24W, 4000K, DALI dimmable 
c/w DALI emergency

Part No. 

ISLA/2490/4

ISLA/2950/4

ISLA/3420/4

ISLA/3880/4

ISLA/4330/4

ISLA/4750/4

Innovation. 
Collaboration. 
Illumination.

W 

19

23

26

31

35

38

Please note Due to the continuous development in LED technology, specification values
may change and we reserve the right to amend the details without prior notification.

+44 (0) 1942 629179

Indoor Lighting

sales@ldl.lighting LDL.lighting

Lm

2488

2946

3416

3882

4331

4746

Weight 
(kg)

3.2

3.2

3.2

3.2

3.2

3.2

CCT 

4000k

4000k

4000k

4000k

4000k

4000k

lm/W 

131

128

131

125

124

125

• IP20 suitable for indoor environments

• Impact rating of IK04

• Efficacy of up to 131lm/W

• Nominal life-time of  > 72,000 h (L80/B10)

• Colour stability with 3 step MacAdam

• High colour rendering index CRI > 80

• Emergency BLF = 380 lm

• LG7 compliant

L(mm)

595

595

595

595

595

595

H(mm)

85

85

85

85

85

85

/CAS

For more information, please contact Sales@ldl.lighting 

Key Features 




