
MILLIE 
LINEAR LED LUMINAIRE 

Installation instructions 
SUSPENDED

MIL/*/05/**** L =   570mm
MIL/*/08/**** L =   850mm
MIL/*/11/**** L = 1130mm
MIL/*/14/**** L = 1410mm
MIL/*/16/**** L = 1690mm
MIL/*/19/**** L = 1970mm
MIL/*/22/**** L = 2250mm

Innovation. 
Collaboration. 
Illumination.



Suspended 

ta 25̊ IP 20P 20
MILLIE - LINEAR LED LUMINAIRE 

Installation instructions

Innovation. 
Collaboration. 
Illumination.

Suspend from no more 
than 150mm away 
from end of fitting



Suspended 

ta 25̊ IP 20P 20
MILLIE - LINEAR LED LUMINAIRE 

Installation instructions

Ø 6mm

Innovation. 
Collaboration. 
Illumination.



Fitting End Caps

ta 25̊ IP 20P 20
MILLIE - LINEAR LED LUMINAIRE 
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Innovation. 
Collaboration. 
Illumination.



DO NOT TOUCH

LED

!
L

Removing LED 

ta 25̊ IP 20P 20
MILLIE - LINEAR LED LUMINAIRE 

Installation instructions
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Innovation. 
Collaboration. 
Illumination.



ta 25̊ IP 20P 20
MILLIE - LINEAR LED LUMINAIRE 

Installation instructions

Connecting mutiple units 

Connecting with coupler 

500mm

100mm

50mm

100mm

50mm

Innovation. 
Collaboration. 
Illumination.


